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TECHNICAL SPECIFICATION
Model Number RL-LL-10-DLR001

Product Code DLR001

Brand Lieber

Standards EN 55015:2013+A1:2015, EN 61547:2009, EN 61000-3-2:2014, EN 61000-3-2:2013, 
EN 60598-1:2015, EN 60598-2-2:2012, EN 62493:2015

CE Certified Yes

Wattage 35W Max (Replacable)

Rating 220/240VAC 50/60Hz

Cutout Size 72mm, recess depth of product 85mm (115mm with terminal block clipped in place)

Product Recessed Width 63mm x 63mm (63mm x 110mm with terminal block clipped in place)

IP Rating IP65

Fire Rating 60, 90 Minutes

Lens Beam Angle 40°

Bulb Style GU10 (Not Included)

Material Steel

Product Weight 334g (Inc Packaging)

Manufacturer Guarantee 3 Years

Connector Type Fast Connecting Terminals (Can be clipped or un-clipped from bracket for greater flexibility)

Trademarks The Lieber Company is a registered trade mark number: UK00003313578
Date: 26 May 2018

DLR001-Lieber GU10 Fire Rated Steel Downlight

TERMINAL BLOCK CONNECTOR
(can be clipped or un-clipped from bracket* for greater flexibility.
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(Cables Not Shown)(Square Bezel Shown)

Ø 81.7mm Round Bezel Diameter 88.2mm With Round Bezel (Not Shown)4.7mm
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