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PLT702 - ST-G2 - 2 Gang Plate
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Due to manufacturing processes we cannot 
guarantee an exact colour match and shadings of 
certain finishes.

All products listed conform to current British or 
European standard and the product information is 
correct at the time of going to press.

Illustrations and diagrams are reproduced within the 
limitations of reproduction and printing process and 
are not binding.
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PLT702

TECHNICAL SPECIFICATION
Standard(s) BS 5733 (Where Applicable)

Mounting Box Depth (Min) 35mm   

Fixing Centres 60.3mm

Size 86mm x 86mm x 7mm (Plate thickness)   

Product Class 1 Grid frame must be earthed

Ambient Operating Temperature -5° to +40°C

Recommended Location Internal Use Only

Maximum Installation Altitude 2000m

IP Rating IP2XD

Trademarks The Lieber Company is a registered trade mark number: UK00003313578
Date: 26 May 2018

Load dimmers 
into rear of 
grid frame 

Fix loaded frame into 
back box using the 

captive fixing screws

Screw face plate onto the 
grid frame after its fixed to 
the back box, followed by 
blanking plugs

Hook bottom notch 
of dimmer into 

frame, rotate top 
and clip into place

Load standard grid 
modules into front 

of grid frame. locate 
top edge into frame, 
rotate bottom edge 
and clip into place


